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Installation Instructions
8891110 Series
LED LIGHTBARS

WARNING
Do not look directly into LEDs while in operation; may cause 
momentary blindness and/or eye damage

Flash 
Pattern Description

1 single cycle: 480ms
2 rotated cycle: 1200ms
3 alternately single，cycle: 500ms
4 alternately double，cycle: 400ms
5 alternately quadra，cycle:  680ms
6 alternately penta，cycle: 500ms
7 alternately single，cycle: 600ms
8 alternately deca: 800ms
9 fast and slow alternantly quadra，cycle: 1800ms
10 fast and slow alternantly double: 1320ms

WARNING
It is not recommened to use magnetically mounted 
warning devices on vehicles in motion. Usage is at sole risk 
and responsibility of the user.

Power On/Off

Flash Pattern 
Selector

-Continued

Flash Patterns
Momentariliy apply +VDC to Yellow wire or change
pattern switch:
• 1.0 seconds for next pattern
• 5.0 seconds for reset to FP#1

Wiring Designation
Red:：positive pole
Black:：negative pole
Yellow:：signal line
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WARRANTY
Buyers Products Company warranties all LED Strobe and LED Work Light products to the original owner against defects in work-
manship and material for a period of five (5) years from the date of purchase unless otherwise specified.  Buyers Products must 
review each warranty claim and reserves the right to offer a refund for the original sale price of the product or replace the defective 
light.  The five (5) year warranty is non transferable, applies to the original owner, and is subject to the following terms and conditions.
The warranty will be void in cases of misuse, severe abuse, and failure to properly install the LED Light.  Breakage of the lens or housing, corro-
sion at the plug, wire wicking, voltage spikes, and product failure caused by road chemicals and acid type washes are not warrantable claims.
This warranty gives you specific legal rights and you may also have other legal rights that vary from state to state.

8891110INST_A

Bolt-On (Permanent) MountMagnetic Mount

1. Unscrew magnetic feet by turning counter clockwise.
2. Insert rubber a plug into each magnetic foot mounting hole, with adehsive side on lightbar.
4. Insert 10mm bolt, head first, into the bottom of the lightbar.
5. Mark and drill holes into desired mounting surface.
6. The lightbar is now ready to be permanently mounted.
7. Use the included washer, split washer, and nut to finish attaching the lightbar to the mounting surface.
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